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Specification

Ordering Information

USB I/O Utility provides a simple way to easily test and 

instant acquire data for all ICP DAS USB I/O series 

modules without programming.

Automatically scan all ICP DAS USB I/O modules

Easily and quickly configure and test USB I/O 
modules
Completely and precisely log I/O data for analysis

Output 

Channels 8 

Output Type Form A (SPST-NO) 

Contact Rating (Resistive Load) 
5A 250VAC (47~63Hz) 

5A 30VDC 

Operate Time 10ms max. 

Release Time 5ms max. 

Insulation Resistance 1,000MΩs at 500VDC 

Dielectric Strength 
Between Open Contact 1000VAC (1 min.) 

Between Coil and Contacts 3000VAC (1 min.) 

Endurance 
Mechanical 20,000,000 times min. 

Electrical 100,000 times min. 

Communication 

Interface USB 2.0 Full-Speed 

Watchdog 
1 Hardware watchdog ( 1.6 second ) 

1 Software watchdog ( Programmable ) 

LED Indicators 

System LED Indicators 3 LED as Power, Run and Error 

I/O LED indicators 8 LEDs as power relay indicators 

EMS Protection 

ESD ( IEC 61000-4-2 ) 
4 kV contact for each terminal 

8 kV air for random point 

Mechanical 

Dimensions( W×L×H ) 33mm × 102mm × 107mm 

Environment 

Operating Temperature -25 ~ +75℃ 

Storage Temperature -40 ~ +85℃ 

Humidity 10 ~ 95% RH, non-condensing 

Power 

Power Consumption 1.235W max. 
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